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STAAC WALL is cladding that’s light in weight and heavy in benefits.  



Safe – Codemarked
and non-combustible

STAAC WALL® (Autoclaved Aerated Concrete – 
AAC) is a contemporary, concretebased cladding 
that’s as solid as brick but can be installed in a 
fraction of the time. 

It outperforms traditional materials such as clay bricks not only 
because it’s quicker and easier but it’s also lighter, more durable, 
with higher performing insulation and fire resistance.

STAAC WALL® delivers top quality, design freedom, real value 
and simple installation. 

Flexible and versatile - Produced
to match your exact plans 

Quick and simple - because they’re
light, installation is easy 

Spacious - 50mm AAC can give
you more interior space

Eco-friendly - AAC panels are
produced using less energy
than other materials. 

STAAC WALL® is CodeMark™ Certified. This means it’s fully National Construction Code compliant and rigorously tested every 
three years. STAAC WALL® is also backed by manufacturer warranties.

*The above figures are provided for full walling systems. Figures may change subject to the structural system and material requirements.

TOTAL PEACE OF MIND 

What is Staac wall? 
STAAC WALL® Autoclaved Aerated Concrete (AAC) is a patented, contemporary, reinforced, light-weight, concrete cladding 
panel that has revolutionised the residential building market. AAC is the new alternative to brick, allowing for not only an 
efficient build but providing long-term cost and environmental efficiencies for your household. 

In what applications can STAAC WALL be used?
   External walls 
   Fire walls 
   Boundary walls 
   Party walls 

Is it reinforced?
Yes – Staac wall is reinforced internally with a strong, steel system that improves structural integrity. 

FAQ

Taubman’s ARMAWALL

Polysand Texture

PM Render

FIRE RATING

180/180/120

90/90/90

180/180/120

THERMAL RATING (R)

3.51

n/a

3.51

ACCOUSTIC RATING (RW)

47

50

47

APPLICATION

External Wall

Party Wall

Boundary Wall
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